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PRODUCT INFORMATION 

 

NAUTIC  MOTOR OIL HD 20, 30, 40 
 
Bardahl Nautic Motor Oil HD is a marine diesel engine oil equipped with high-quality solvent-refined base oils, to 
which multifunctional additives have been added. The following properties are the result: 
 
- very good oxidation stability 
- a stable viscosity index 
- excellent dispersing and deterrence  
- a good ability to absorb acidic compounds, which are formed during the combustion of 
- distillate diesel fuels, to be neutralised  
- Good anti-wear, anti-corrosion and anti-foaming ability  
- a low pour point  
- good water separability 

 
Bardahl Motor Oil HD can be used as a lubricating oil in heavier marine diesel engines, with or without 
turbocharging, when using distillate fuels with higher sulphur percentages. 
 
 
Specifications 
 
API - CD 
 
Analyses  

Test Results 
SAE - Klasse Method Unit NAUTIC  MOTOR OIL 40 
Density at 15°C, kg/l  g/ml 0,913 
Viscosity 40°C, mm²/s  mm²/s 142,90 
Viscosity 100°C, mm²/s  mm²/s 14,50 
Viscosity index   100 
Flash point COC  °C 252 
Pour point  °C -21 
Total Base Number  mgKOH/g 40,1 
Sulphate ash content  Wt%   5,42 
  
 
Analyses  

Test Results 
SAE - Klasse Method Unit NAUTIC  MOTOR 

OIL 20 
NAUTIC MOTOR 
OIL 30 

NAUTIC 
MOTOR OIL 40 

Density at 15°C, kg/l  g/ml     0,900   0,902 0,913 
Viscosity 40°C, mm²/s  mm²/s 138 92,40 142,90 
Viscosity 100°C, mm²/s  mm²/s 14,40 11,00 14,50 
Viscosity index   103 104 100 
Flashpoint COC  °C 254 246  252 
Pour point  °C -22   -23 -21 
Total Base Number  mgKOH/g 20,3 30 40,1 
Sulphate ash content  Wt% 2,74 4,07   5,42 
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